Types of LSA

Six classes

1. Airplane

2. Glider

3. Lighter-than-Air

4. Power parachute

5. Weight-shift control

6. Gyroplanes

NOTE

Gyroplanes are not eligible for a special light-sport airworthiness certificate 

(should be certificated as experimental).

SLSA 5 classes

1. Airplane

2. Glider

3. Lighter-than-air

4. Powered parachute

5. Weight-shift control

21.191(i)(1) 
Part 103 (Fat) ultralights (consensus standard and statement of compliance is not required)

21.191(i)(2)
Kit Built meets consensus standard (needs statement of compliance).  Evidence that an aircraft of the same make and model was manufactured and assembled by the aircraft kit manufacturer and issued a special airworthiness certificate in the light-sport category.
21.191(i)(3)
SLSA to ELSA (needs statement of compliance) Safety directive are mandatory.  The aircraft must not have been previously issued a standard, primary, restricted, limited, or provisional airworthiness certificate, or an equivalent airworthiness certificate issued by a foreign civil aviation authority.
FAR 21.191(i) Operating light-sport aircraft. Operating a light-sport aircraft that- 

1.  Has not been issued a U.S. or foreign airworthiness certificate and does not meet the provisions of §103.1 of this chapter.  An experimental certificate will not be issued under this paragraph for these aircraft after January 31, 2008.

2.  Has been assembled- 

(i)  From an aircraft kit for which the applicant can provide the information required by §21.193(e); and 

(ii) In accordance with manufacturer's assembly instructions that meet an applicable consensus standard; or 

3.  Has been previously issued a special airworthiness certificate in the light-sport category under §21.190. 

