Repairman Certificate Training Requirements

Reference:  HBAW 04-08 Introduction To Chapters LSA & LSR

The repairman with a maintenance rating must complete the required amount of training for each class of light-sport aircraft as detailed below:

NOTE

For an in-depth explanation of the training requirements for light-sport repairmen with the maintenance rating, see FAA Order 8000.84, Procedures to Accept Industry-Developed Training for Light-Sport Repairmen.
a. Airplane. A total of 120 hours of instruction.

b. Weight Shift. A total of 104 hours of instruction.

c. Powered Parachute. A total of 104 hours of instruction.

d. Lighter-Than-Air. A total of 80 hours of instruction.

e. Glider. A total of 80 hours of instruction.  To maintain powered gliders, a total of 112 hours of instruction is required. 

Privileges and Limitations Of The Repairman (Light-Sport Aircraft) Certificate

Two ratings are issued on the repairman (light-sport aircraft) certificate: inspection and maintenance. T he rating(s), and appropriate limitation(s) by class, will be identified on the repairman certificate. 

A. Inspection Rating.  The owner of an ELSA may apply for a repairman certificate with an inspection rating after successful completion of required training.  The privileges of the repairman (light-sport aircraft) with inspection rating will be limited to the experimental light-sport aircraft that is owned by the certificate holder and will be identified by the class, registration number, and serial number on the repairman certificate.  This is similar to the privilege granted a holder of a repairman certificate for amateur-built aircraft under part 65, § 65.104. 

B. Training Required for Inspection Rating.  In addition to the eligibility requirements, the applicant must complete a 16-hour training course accepted by the FAA on the inspection procedures of a particular class of ELSA. 

C. Maintenance Rating.  Any individual may apply for a repairman (light-sport aircraft) certificate with a maintenance rating after successful completion of required training.  The repairman may only inspect or maintain SLSA of the same class in which he or she is rated.  This rating will allow the individual to perform annual condition inspections on light-sport aircraft certificated as an ELSA or on a SLSA aircraft.  In addition, a repairman with a light-sport aircraft maintenance rating may also perform maintenance, 100-hour inspections, comply with Airworthiness Directives (AD) on FAA-approved products installed in a light-sport aircraft only, and perform with applicable manufacturer's safety bulletins on an SLSA for which the repairman is rated. 

Major Repairs/ Major Alterations
A. Major repairs and major alterations may only be accomplished on SLSA by a repairman (light-sport aircraft) with a maintenance rating, a certificated mechanic with A&P ratings, or a certificated repair station.  The manufacturer must provide the technical data for such a repair or alteration and identify the training required, if any, to perform that repair or alteration.  This limitation is necessary because SLSA are built under an industry-developed consensus standard and not under an FAA Type/Production certificate, so Civil Aviation Regulations (CAR) 3 and 14 CFR part 23 standards do not apply.  In addition, the required training for repairman certification does not include all the training necessary for the performance of major repairs or alterations. 

B. To perform major repairs or major alterations on FAA-approved products, the light-sport repairman (maintenance) must have received training from the FAA approved product manufacturer or equivalent and perform the work in accordance with 14 CFR part 43. 

